
Project No.: 98-516-21
Well / Boring No.: MW-8A
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     Description

  _________ = Change in lithology 

  _ _ _ _ _ _  = Gradational change in lithology

Concrete; first 4"

Well-graded GRAVEL with Sand: gray/brown; 40% sand, 60% gravel; 
high estimated permeability

Sandy Lean CLAY: gray; wet; 70% clay, 30% fine sand; low to moderate
estimated permeability; moderate hydrocarbon odor

Sandy SILT: gray; 70% silt, 30% very fine sand; low to moderate
estimated permeability; moderate hydrocarbon odor
Clayey SAND: gray; saturated; 80% fine sand, 20% clay; low
estimated permeability; strong hydrocarbon odor
CLAY/SAND; gray; saturated; 50% clay, 50% fine to coarse sand;
low estimated permeability

Grades to:
Clayey SAND; gray/brown; saturated; 10% clay, 90% coarse sand;
 moderate estimated permeability; moderate hydrocarbon odor

CLAY/SAND: gray/brown; saturated; 50% clay, 50% fine sand; low
estimated permeability; light hydrocarbon odor
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               Grout interval: 0-38'
               Bentonite seal interval: 38-41'
               Sand interval: 41-52'
               Screened interval: 42-52'
               Depth to water: 

37

168

Logged by: D. Hazard
Drilling company: RSI
Drill date: 4/6/05
Installation method: Sonic
Sampler type: continuous
Auger size: 6.25
Casing: 2" PVC schedule 40      
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     Description

Silty SAND: gray; saturated; 80% fine sand, 20% silt; high estimated
permeability; light hydrocarbon odor

Lean CLAY with Sand: brown/gray; damp; 80% clay, 20% fine sand; 
very low estimated permeability; no odor

Grades to:
Sandy SILT: 60% silt, 40% very fine sand; low estimated permeability

Grades to:
SILT: 20% clay, 70% silt, 10% sand; low estimated permeability

Well-graded SAND with Clay: gray; saturated; 10% clay, 90% fine to 
 coarse sand; moderate hydrocarbon odor
Grades to: Sandy SILT: 10% clay, 70% silt, 20% fine sand; low  
estimated permeability

Grades to:
Well-graded SAND with Silt: 80% fine sand, 10% coarse sand, 10% silt; 
moderate to high estimated permeability
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     Description

Grades to:
Silty SAND: brown/gray; wet; 30% silt, 70% fine-medium sand;
moderate to high estimated permeability

BOH @ 52'
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